
 

www.novamix.gr                                                                                                                                                                                                               1 / 3 

TECHNICAL DATA SHEET 
PROTECT 900 S 

5200103306176 
Version:  1/2022. V.02       

 

PROTECT 900 S 
Stain protector for polished surfaces  

 

▷  For the protection of natural stone and ceramic tiles 

▷  Does not alter the appearance and original color  

▷  For interior and exterior applications  

▷  High resistance to ageing 

 

Description The PROTECT 900 S is a solvent-based mixture of polysiloxane/silane in 

dearomatized hydrocarbons. It serves to render inorganic substrates such as 

mineral construction materials water-repellent and oil-repellent and protects 

polished natural stones and ceramic tiles from colored water stains and oil, 

without altering the appearance and color. The hydrophobic and oleophobic effects 

develop within 24 - 48 hours. 

 

Uses - Properties PROTECT 900 S can be used as stain-proofing agent for:  

• Polished natural stones such as granites, marbles 

• Polished granite tiles 

• Does not form a film 

• Does not change the appearance and color of the surface 

• On walls gives protection against graffiti 

• Suitable for indoors and outdoors such as floors, kitchen and bathroom 

benches, tables, etc. 

 

 

  

 Technical Data 

Product Identity 

Form Liquid 

Color Transparent, light yellowish 

Chemical substance Polysiloxane / silane solution in hydrocarbons 

Density       0,8 ± 0,05 kg/L     

Application temperature +10oC to +30oC 
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Application Procedure 

Application The application surface should be dry and clean, free from dust, oil, grease, 

cement laitance and loose parts. PROTECT 900 S is applied with a brush isomer 

in two continuous layers. The second layer is applied after the previous one 

has been absorbed, but without a long interval between applications (fresh to 

fresh). If a surface film has been created, it is removed after 24 hours re-

applying a thin layer of the material and removing immediately with a dry cloth. 

Surfaces that have been waterproofed with the PROTECT 900 S should be 

protected for at least 5 hours from rain and high temperatures. 
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Polished granite +++ +++ +++ +++ +++ +++ +++ +++ +++ 

Polished Dionysos +++/ * +++ * ++ ++ +++ +++ +++ +++/ * 

Polished Thassos ++  +++ * + ++ +++ +++ +++ +++/ * 

Polished Serra White +++/ * ++ * + ++ +++ +++ +++ +++/ * 

Polished Volakas ++/ * ++ * + + +++ +++ +++ +++/ * 

Semi polish. Nestu +++/ * +++ * + + +++ +++ +++ +++/ * 

Semi polish. Crete Grey +++/ * +++ * ++ +++ +++ +++ +++ +++/ * 

Semi polish. Sivec ++ + * + + +++ +++ ++ +++/ * 

Semi polish. Sinai ++ +++ * - - +++ +++ +++ +++/ * 

Polished Carrara Calacatta +++/ * +++ * + + +++ +++ +++ +++/ * 

Ceramic tiles +++ +++ +++ +++ +++ +++ +++ +++ +++ 

 

             +++: absolute protection,   ++: middle protection,   +: satisfactory protection,   -: low protection,   *: reduce gloss 
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Recommendations 

 

• Avoid using direct exposure to sunlight and/or strong wind as well as rain 

• Do not add water or other liquids 

• Do not apply it to a substrate and ambient temperatures lower than + 10°C 

and higher than + 30°C  

• Do not apply on wet surfaces 

• In absorbent natural stones, it is recommended a test application 

 

Consumption Depending on the absorbency. For polished surfaces 2 - 3 L/100 m2  

 

Storage Το PROTECT 900 S remains stable for 24 months from production date inside 

its original sealed packaging, stored in protected dry area in temperature 

between +5°C and +30°C. 

 

Packaging 1 and 5 kg buckets. 

 

Safety Instructions For information and instructions regarding disposal and safe handling, users 

should refer to the latest Safety Data Sheet of the product containing 

ecological, toxicological and other safety related data. 

 

Legal notes The technical data and recommendations contained or listed in this leaflet are the 

result of laboratory measurements, of our current knowledge and experience. All 

the above-mentioned information and specifications should in any case be 

considered as indicative, as they may differ from each other. The Company makes 

every effort to ensure the accuracy of the information provided herein. Product 

specifications, prices and availability are subject to change without notice and may 

differ from those shown. 

In practice, variations in materials, substrates and on-site implementation 

conditions are such that no warranty can be given or implied, as to the 

merchantability or suitability of the materials for a particular purpose and for the 

exact conditions of each project. Anyone interested of using the product must be 

sure beforehand that the product is suitable for the intended use and in any case, 

the user is solely responsible for any consequences due to the use of the product. 

Among other things, the Company is not responsible for any normal wear or tear 

from environmental or other inappropriate conditions. We reserve the right to 

revise or change the data herein without prior notice. 

Restrictions and disclaimers apply to the extent permitted by applicable law. The 

Company has a Technical Support Department, which is the only one responsible 

for providing technical advice and solutions to deal with problems. Requests to the 

Technical Support Department are addressed and answered, only in writing. 

For the latest and a valid version of the Technical Data Sheet, the user of the 

material must refer to our website www.novamix.gr or directly to the QR Code of 

the product. 

 

 
 

 

 
ISO 9001:2015   

 

ISO 14001:2015  

 

DOMOCHEMICAL S.A. 

40 Papanikoli str. 

Chalandri, 15232, Athens 

T +30 210 68 93 953 

F +30 210 68 94 571 

novamix@novamix.gr 
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